PLAN VIEW

SECTION A-A

LEGEND:
A 6" CONCRETE CURB
B 6" CONCRETE CURB AND GUTTER
C EDGE OF DRIVING LANE
D PLANTER
E TRENCH DRAIN GRATES MAY BE REQUIRED OVER THE GUTTER

NOTES:
1. PARKING LANE PLANTER TO BE UTILIZED ON TYPICAL CROSS SECTION 50–F IN ACCORDANCE WITH PLANTER SPACING AND VISIBILITY REQUIREMENTS AND AT LOCATIONS APPROVED BY THE DIRECTOR OF PUBLIC WORKS.
2. PLANTER SHALL BE FILLED WITH SUITABLE PLANTING SOIL AND TREE/MULCH INSTALLED IN ACCORDANCE WITH PUBLIC WORKS TREE PLANTING PROCEDURES.
3. ALTERNATIVE CURB CONFIGURATIONS TO ACCOMMODATE EXISTING FIELD CONDITIONS REQUIRE ADVANCE APPROVAL BY THE DIRECTOR OF PUBLIC WORKS.

PARKING LANE PLANTER
(FLOW—THRU CURB AND GUTTER)

OCTOBER, 2010
N.T.S.

DR: EO
CK: LJH
DEPARTMENT OF PUBLIC WORKS
CITY OF MIAMI, FLORIDA
MISC. 35–85–111
R–27a