STORM DRAINAGE LEGEND

PROPOSED

- MANHOLE
- TYPE "F-J" CATCH BASIN
- TYPE "D" CATCH BASIN
- PIPE SEWER (STORM)
- TERMINAL MANHOLE

PROFILE GRADE
PROP. 12" C.P. @ 32%

PIPE AND MANHOLE IN PROFILE

SPECIAL INLET CONNECTION

PROP. 12" CONC. PIPE
POINT A INV. EL. + 3.3
POINT B INV. EL. + 3.2

THE ABOVE NOTE IS USED FOR PROPOSED CONNECTIONS BETWEEN CATCH BASIN AND MANHOLES. POINT A INVERT INDICATES PROPOSED INVERT AT CATCH BASIN, POINT B INVERT INDICATES PROPOSED AT CATCH BASIN, WHERE CONNECTION EXISTS BETWEEN CATCH BASINS, INVERT A INDICATES THE FARTHEST INVERT FROM THE MANHOLE.

EXISTING

- SANITARY OR STORM SEWER
- TYPE "F-J" CATCH BASIN
- TYPE "D" CATCH BASIN
- WATER MAIN WITH VALVE & FIRE HYDRANT
- GAS MAIN
- SIDEWALK
- STREET GRADE
- MONUMENT LINE OF STREET
- U.P.
- UTILITY CABLE & POLE
- TREES & SHRUBS

N.T.S. JAN, 1954

DR: EO
CK:  

DEPARTMENT OF PUBLIC WORKS  CITY OF MIAMI, FLORIDA  MISC. 35-86-1  SD-2