SECTION "A-A"

TYPE "A" MANHOLE

(FOR STORM WATER DRAINAGE SYSTEMS)

NOTE: MANHOLE USED FOR SANITARY SEWER SYSTEMS SHALL CONFORM WITH MIAMI-DADE COUNTY WATER & SEWER DEPT. STANDARDS.

NOTE: FOR STRAIGHT PIPE UP TO 30" DIA. AND ANGLE PIPE UP TO 27" DIA.

ADD #4 REINF. BARS WHEN 16" DIA. WEEP HOLE IS SPECIFIED

SEE SETAIL FOR TYPE "A" MANHOLE FRAME AND COVER

3/4" X 8" HOOKED ANCHOR BOLTS & NUTS

NOTE:
1. STANDARD PEDESTRIAN COVERS SHALL BE USED ON ALL MANHOLE OPENING IN SIDEWALK.
2. RIM SHOULDN'T BE SET TO MEET EXISTING GROUND OR PAVEMENT SURFACE UNLESS OTHERWISE SPECIFIED.
3. PRECAST MANHOLE SHALL BE ADDITIONAL REINFORCED TO WITHSTAND TRANSPORTATION AND INSTALLATION LOADS. SHOP DRAWINGS ARE REQUIRED FOR APPROVAL.

#1012 C.C.E.W.
OR
1 CAGE W.M. MESH EQUAL TO 0.20 SQ. IN./FT.

STD. HOOKS TIED UNDER BASE STEEL AT 12" C-C

16" DIA. WEEP HOLE WHEN SPECIFIED

N.T.S.

JAN. 1954

DR: EO

DEPARTMENT OF PUBLIC WORKS
CITY OF MIAMI, FLORIDA

CK:

MISC. 35–86–8
SD–6a